
(RoHS)

深圳市东方御业科技有限公司
TEL:0755-27155560 WWW.DFYYCONN.COM

EAST-DVII29PX22XR

颜色：

W：白色

B：黑色

1：锁螺丝4.8

2：无螺丝

3：附螺丝

4：锁螺丝5.8

2.2 Contact Resistance:30m Ohms max

1.MATERIAL

NOTES:

1.3 SHELL:SPCC, NICKEL PLATED. 

1.2 TERMINAL:BRASS,GOLD FLASH ON CONTACT, 

2.SPECIFICATION

1.1 HOUSING:PBT+30%G.F (UL94V-0)  COLOR:WHITE

2.1 Current Rate:1.5 Amps 

2.5 Operation Temperature:-20°C to +80°C
2.4 Dielectric Strength:500V AC Per minute

2.3 Insulator Resistance:1000M  Min. at 500V DC

    TIN PLATED ON TAIL 60u",OVER NICKEL PLATED 30u" 

1.4 BOARD LOCK: SPCC, TIN PLATED. 

1.5 RIVET: BRASS, NICKEL PLATED. 

COVER:PBT+30%G.F (UL94V-0)  COLOR:WHITE

1.6 SCREW: BRASS, NICKEL PLATED. 
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全屏蔽外壳无外壳后脚

EAST-DVII29PX22XR


